Crankshaft information

GASGAS 1990-2003 (not the Pro model)
GasGas crankshafts are identical in all 238/249/256cc (250/270) models from 1990 through model year 1997. (60mm stroke)

GasGas crankshafts are identical in all 256/272cc (270/280) models from 1999 through 2003.

GasGas crankshafts are identical in the following 327cc models: 1992/93 GT32 , 1995 JT35 (60mm stroke X 84mm bore)

GasGas crankshafts are identical in the following: 338cc models: 1996 JTR370, 1997 JTX320, 1998 TX320. (60.50mm stroke X 84.00mm bore)

GasGas crankshafts are identical in 125/160 and 200 trials from 1992 through 2001. 

GASGAS TRIAL PRO 2002 

GasGas PRO crankshafts are identical in all 249cc Pro 250,  272cc Pro 280,  and 297cc Pro 300 models.

GasGas PRO crankshafts are identical in all 123cc Pro 125,  175cc Pro 200  models.

Weights of complete crank assembly

1992/97 238/256cc models weigh 8.5 lbs. (3.85 kg)

1998/2001 256/272cc models weigh 7.8 lbs. (3.56 kg.)

1992/98 327/338cc models weigh 8.5 lbs. (3.85 kg.)

1992/2001 160/200 models weigh 6.6 lbs. (3.0 kg.)

2002 TXT 250/280/300 PRO models weigh 7.2 lbs. (3.28 kg.)

2002 TXT 125/200 PRO models weigh  6.1 lbs. (2.76 kg.)




 End play specifications

Endplay of crankshaft in center cases (all models): 0.02~0.03 mm.

Note: Use different thickness center case gaskets and/or bearing shims to correct endplay.

