Pampera 2002~06 set-up tips and observations

2002~2006 Pampera 280 model. “Large body” Dellorto. PHBH26CS

Results of carburetor jetting correction tests. A customer conducted these jetting tests, and these are his results:

---STOCK--  Pampera 280 2002~2006
--PRESENT—Pampera 280 2002 ~2006

SLIDE: 45
SLIDE: 40

PILOT: 50
PILOT: DRILLED TO 0.021” (53.34)

NEEDLE: X18
NEEDLE: X17 ONE SLOT FROM TOP

MAIN: 118
MAIN: 118

-WOULD NOT IDLE CORRECTLY. EVEN WITH AIRSCREW FULL IN.  VERY LEAN.  VERY RICH JUST OFF IDLE.  
-IDLES WITH AIRSCREW 2 TURNS OUT.  RUNS CLEAN. (500 TO 3000 FT.)

-NEEDLE CAN BE DROPPED FOR 3000 – 6000 FT. 




Fork oil specs: 

(Excerpt from “YAHOO” Pampera owners group)
“I have upped the quantity and the SAE of the front fork fluid with 
excellent results. Quantity is now 330cc per fork and SAE is now 10 (standard was 5).” 

Rear shock info: 

The 2002~04 MK3 rear shock is made by Sachs~Boge, and is Pampera specific. 

 (Excerpt from “YAHOO” Pampera owners group)

“Shock is untouched though tightened up to 
max on threads! I weigh 13 1/2 stone (190lbs). The job is easy and very worthwhile.”

NOTE: Results of tests conducted by customers, or excerpts from email correspondence, does not necessarily reflect the opinion or recommendations of GASGAS Spain, GASGAS USA, or Rising Sun Imports Inc. This information bulletin is only a guideline for GASGAS dealers and customers wishing to improve the performance of the Pampera motorcycle.

Additional notes
 Cooling system capacity: 20 oz. (.59 liters)

Actual fuel tank capacity (including reserve): 1.65 Gal (U.S.) (6.25 liters)

